Thanks for your purchase of a CD009 transmission adapter to Volvo Whiteblock!
I have put together this simple installation guide to help you get it in smoothly. While it is a simple installation, it is recommended to
read these instruction at least once.
1) Cutting
The first thing you need to do is cut the stock bellhousing off. There is several video of this on youtube. Keep the stock bearing plate
while cutting it so you don't end up with aluminum chips in the transmission. It is recommended to cut on the right side of the Casting
Line, along the dotted line shown in the following picture. It is a messy but easy step.

Next is to cut 1/4" off the input shaft. Simply draw a line on the shaft, cut with a cutting wheel and grind a small and smooth bevel so
the input shaft will easily fit in the pilot bushing. You can also get the transmission in low gear so the shaft won't turn while getting cut.

2) Prepare the BellHousing
The BellHousing needs to be notched for the hydraulic line and the bleeder. Your adapter kit came with a -4AN adapter for the hydraulic
line and a 1/8" thick spacer for the release bearing. Install the -4AN adapter on the T56 slave cylinder and mount it to the adapter with
the spacer behind, using the 2 included M6 SHCS bolt. Don't torque it yet; you will need to remove it to install the adapter. Put the
adapter on the BH and mark where you need to remove material. Make sure you are using the good set of mounting hole for your
application, as the notch will be different if going upright or Slanted.

3) Drain and Clean
If not done yet, drain the transmission. Before unbolting the stock bearing flange, clean the casting all around from all the old clutch disc
dust, then proceed to remove the stock bearing flange. You can discard the old gasket and bolt as you will install new ones. Clean the
face of the transmission and remove any leftover of the old gasket.
4) Adapter Installation
Take the adapter and make sure that all faces are clean. Remove the T56 slave cylinder and install the input shaft seal into the adapter.
Using the 10x M8 SHCS bolt and the single Hex Head bolt that are supplied and the supplied gasket, torque down the adapter plate on
the transmission. The 4 lower bolt (as shown in the following picture) must be sealed. They could let some gear oil drip out if not sealed
as the oil level is over them. Use the included one time use .02 oz Loctite 545 capsule on these 4 bolt. Face sealant like Loctite 510 can
also be used on both side of the gasket if available. Once the adapter is fully torqued, you can now put the T56 slave cylinder back with
the 1/8" spacer behind it, then mount your hydraulic clutch line to the release bearing.

5) Install the BellHousing
Identify which bolt pattern you need to use and install the bellhousing on the adapter with the supplied bolt. The bellhousing is held
down by 4 M10 Flanged bolt and 2 M12 Hex Head Bolt with washer.
6) Install the Pilot Bushing
The transmission life is dependant of a good pilot bushing. It is now time to remove your original pilot bushing and install the supplied
OilLite bushing in the crank end. The bushing has a bigger bevel on the inside diameter on one side; this side is facing the transmission.
Get it in with a small piece of wood or aluminum so you don't distort the inside diameter.
You are now ready to install your Clutch/Flywheel/Pressure plate combo. The 1/8" shim behind the release bearing is needed if using a
combo of 850 flywheel with a SACHS 765 pressure plate. You must confirm proper slave cylinder engagement if using a different combo.
If you have any question, feel free to contact me at info@deeworks.ca
Thanks!
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